
WHAT TYPE OF DOPPLER ARE YOU LOOKING FOR?

Handheld Portable

Standard size 
(longer battery life)

Tabletop w/ HR Display &
Rechargeable Batteries

Handheld Portable Tabletop w/ HR Display &
Rechargeable Batteries

Pocket size 
(standard battery life)

DD-901 DD-901

HR Display Non-display HR Display Non-display HR Display Non-display HR Display Non-display

Podiatry Wound CareCardiology Emergency Dept. PurchasingMen's Clinics Biomed

Call ing Points for Vascular Dopplers

OB/GYN Labor & Delivery Biomed Emergency Dept Purchasing

Call ing Point for Fetal Dopplers

Standard size 
(longer battery life)

Pocket size 
(standard battery life)
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DIGIDOP "CLASSIC"

DD-770 DD-330R

DIGIDOP II DIGIDOP "CLASSIC" DIGIDOP II

DD-770RDD-770DD-701DD-700 DD-300 DD-301 DD-770R

VascularFetal

DIGIDOP DECISION TREE

CHOOSE PREFERRED SIZE CHOOSE PREFERRED SIZE

DISPLAY OPTIONS

CHOOSE PORTABILITY OPTIONSCHOOSE PORTABILITY OPTIONS

DISPLAY OPTIONSDISPLAY OPTIONSDISPLAY OPTIONS

DD-330

BATTERY
OPTIONS

BATTERY
OPTIONS

BATTERY
OPTIONS

BATTERY
OPTIONS

BATTERY
OPTIONS

BATTERY
OPTIONS

BATTERY
OPTIONS

BATTERY
OPTIONS

DD-701DD-700 DD-300 DD-301 DD-330 DD-330R

TABLETOPTABLETOP

I n t e r c h a n g e a b l e  p r o b e s  c a n  b e  u s e d  o n  a n y  D i g i D o p
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s Great sensitivity
Ergonomic shape easy to hold, place in sterile glove finger for use in sterile fields 

D8 – 8 MHz - best for shallow vessels like radial, ankle, foot, digits, penile
D5 – 5 MHz - wider beam, deeper penetration. Good for brachial, carotid, femoral, deep veins

Great sensitivity
Smooth shape, comfortable for patient, easy to hold and clean

D3 – 3 MHz - wide angle, ideal for early fetal hearts
D3W - a unique 3 MHz waterproof probe
D2 – 2MHz - deeper penetration
D2W – 2 MHz - waterproof
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https://www.dropbox.com/scl/fo/x6ny8qnp70pr7fm3dygui/h?rlkey=hzqebrqhjhzpejdzfahinaycd&dl=0
https://www.dropbox.com/scl/fo/x6ny8qnp70pr7fm3dygui/h?rlkey=hzqebrqhjhzpejdzfahinaycd&dl=0
https://www.dropbox.com/scl/fo/x6ny8qnp70pr7fm3dygui/h?rlkey=hzqebrqhjhzpejdzfahinaycd&dl=0
https://www.dropbox.com/scl/fo/x6ny8qnp70pr7fm3dygui/h?rlkey=hzqebrqhjhzpejdzfahinaycd&dl=0

